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POI Loader allows you to import additional POI (Point of Interest) data to an SD
card for the MioMap program to use. When MioMap starts, it will load the POT
data from the SD card and show the additional locations in the My POl category of
the POl function. (See MioMap manual for information on POIs.)

1. Turn on your computer and insert the supplied CD/DVD into the
CD/DVD-ROM drive of your computer.

o

When the language selecting screen appears. click the language that you wish
to install from.

3. Click Install POI Loader.

4. Click Next. Follow the onscreen instructions to complete the installation.

5.2 Preparing the Source Files

The source files can be .xIs or .csv files. The file must contain the following data
e Longitude

e Latitude

e Name

The “Longitude” and “Latitude™ fields are numerical values of the WGS84
system. The letter N/S/E/W before the value indicates the hemisphere
North/South/East/West. If the letters are omitted. the program will simply match
the values to your location of hemisphere (where you purchased your device)
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[image: image2.png]In the “Name” field. give the location a name. If it is a location of speed camera,
use the format Name(@Speed. where Speed is the speed limit. Note that the unit of
speed limit must be the same as the default unit of MioMap.

Excel File Format Example

Enter longitude in the first column, latitude in the second column, and name in the
third column. Shown below is an example.

A B
NS0.9311952 |E4.2565993  Hometown
N50.9311 E4.25801 Speed Camera®50

CSV File Format Example

You can use a text editor or spreadsheet program that supports the CSV (Comma
Separated Value) file format to enter the data. In a CSV file. fields/columns are
separated by the comma character and records/rows separated by newlines.
Shown below is an example.

N58.9311952,E4.2565993 ,Home town
N58.9311,E4.25801,Speed Camera@50

53 Importing POls

NOTHE:(;Nhen importing .Xs files, make sure that your computer has Microsoft Excel
installe

1. Have the xIs or .csv files ready on your computer. (See section 5.2 for the file
structure.)

o

Prepare an SD card. This is where the POIs will be imported to.
Insert the SD card to your device and connect your device to your computer.

Alternatively, if you have a card reader, you can insert the SD card to the card
reader and connect the card reader to your computer.

3. Click the POl Loader shortcut on the Windows desktop.
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[image: image3.png]4. Click Next.

5. Select the drive name representing the SD card. The pull-down menu lists all
the available removable disk(s) connected to your computer. Make sure
that you select the correct one. You should not select Mio Device. which
means the internal memory of your device.

In case you connect the device or card reader after POI Loader starts, you can
click Search to refresh the lst.

POl Loader

Please selectthe device on which you want 0 save the POls

6. Click Browse to select the folder containing the source files.

NOTE: You can only specify the folder, not the file. All valid files in the selected folder will be
loaded
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Please select the path of Excels fles

7. Click Next.

8. When completed. a message appears telling you the total number of files that
have been imported. Click Finish.
CAUTION: Before disconnecting the cable, you must click the device icon in the task bar and
click “Safely remove xxx” (where xxx is the name of your device). If you are transferring data,
disconnecting the cable without following the correct removal procedure can result in data
loss.

Using the Imported POIs with Your Device

Every time you want to use your POIs, you must insert the SD card before running
MioMap. MioMap will load the data from the SD card and refresh the POIs.
NOTE:

. \nsemng'he SD card after MioMap is started does not make the program load the data.
« Such POIs will not be saved to your device after you exit MioMap.





